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data sheet
Overview

The Amulet Hotkey DeTwo Digital KVM Extension system is the state of the art solution for 
any application that requires a computer to be located away from the desktop in a secure 
and managed environment. 

The DeTwo system allows multiple headed, high quality video to be presented at the 
desktop by extending the computer PCI bus over a single twisted pair or fibre optic cable. 
This leaves the workspace free from noise, heat and clutter and cuts the time and cost 
associated with moves, adds and changes.

Desktop Unit

Copper or fibre versions available
Support for USB 2.0 peripherals

TM PS/2 keyboard and mouse
Stereo audio
Microphone connection

PCI Add-In Card

Standard PCI slot -half & full length versions available
Compatible with PCI and PCI-X slots
Copper or fibre versions

TMConnections for PS/2  keyboard and mouse cable
Driver support for common operating systems

www.amulethotkey.com

DDP2000 PCI 
ADD-IN CARD 

The card shown is the DDP2000 PCI Add-in which 
connects to the Desktop unit using Cat 5e or 6 twisted 
pair cable. 

The DDP 2150 PCI Add-in card connects using  fibre.

The back-racked workstation or server can be of any 
form factor providing it has a PCI or PCI-X card slot

Twisted pair or Fibre link

Back-racked
workstation or
server.

DDL2050

DDL2000

Desktop
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Technical Specification
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PCI Add-In Cards
DDP2000 & DDP2100

Compatible with conventional PCI and PCI-X slots
NOT compatible with PCI - Express Add-In cards
Supports PCI based machines, WIN 95 - 2000, ME, XP32 & 64bit and most Linux distributions

DDP2000 PCI Add-in card links to the Desktop with twisted pair cable and can only be used with the DDL2000, 
DDL2050, DDC2000 or DDC2050 Desktop units. 
DDP2100 PCI Add-in card links to the Desktop with fibre optic cable and can only be used with the DDL2100, 
DDL2150, DDC2100 or DDC2150 Desktop units. 

Desktop connections

All the Desktop units are fitted with PCI slots into which a 
graphics card of your choice can be fitted. Dual, Quad and 

8 channel cards are supported providing you with the 
ultimate in flexibility.

PS/2 or USB keyboard & mouse

PCI slot on
selected models

European Sales Office US Sales Office

 †As per GIGE standard. However, longer distances may be achieved with optimum cabling.
* Dependant on fibre quality; at 62.5µm Multi Mode Fibre (MMF) distances up to 275m (902ft). 50 µm MMF, distances up to 500m.   

Desktop Receivers

Connectivity Mechanical Environmental Power Embedded V ideo Specifications PCI Standardsslots

Connection
Type

Distance
Supported

Dimensions
(HxWxD mm)

Weight
(kg)

Operating
Temp ( C)

Storage
Temp ( C)

Power
requirement

Memory Controller Controller
Speed

Data
Width

Video
resolution

DVI
support

Dual Display
support

Display
rotation
support

Built
in

Approved
agency

DDL2000

DDL2050

DDL2100

DDL2150

DDC2000

DDC2050

DDC2100

DDC2150

Cat 5e / 6
Rj45

Cat 5e / 6
Rj45

Cat 5e / 6
Rj45

Cat 5e / 6
Rj45

MMF-LC

MMF-LC

MMF-LC

MMF-LC

100m
328ft

100m
328ft

100m
328ft

100m
328ft

Up to
500m 1640ft*

Up to
500m 1640ft*

Up to
500m 1640ft*

Up to
500m 1640ft*

71.1x210.3x152.4

71.1x210.3x152.4

71.1x210.3x152.4

71.1x210.3x152.4

71.1x210.3x391.2

71.1x210.3x391.2

71.1x210.3x391.2

71.1x210.3x391.2

2.72

2.72

2.72

2.72

4.55

4.55

4.55

4.55

10 to 35 -40 to 65
100 - 240

VAC
50 - 60 Hz

N/A N/A N/A N/A N/A N/A N/A N/A

N/A N/A N/A N/A N/A N/A N/A N/A

N/A N/A N/A N/A N/A N/A N/A N/A

N/A N/A N/A N/A N/A N/A N/A N/A

32M
Nvidia

GeForce 
Mx440

200MHz 32-bit
Up to

2048x1536@
60Hz

Yes Yes Yes
1 x Half
length

1 x Half
length

1 x Half
length

1 x Half
length

2 x Full
length

2 x Full
length

2 x Full
length

2 x Full
length

32M
Nvidia

GeForce 
Mx440

200MHz 32-bit
Up to

2048x1536@
60Hz

Yes Yes Yes

32M
Nvidia

GeForce 
Mx440

200MHz 32-bit
Up to

2048x1536@
60Hz

Yes Yes Yes

32M
Nvidia

GeForce 
Mx440

200MHz 32-bit
Up to

2048x1536@
60Hz

Yes Yes Yes

FCC part 15B
Ul1950

CSA C22.2
No:950-95
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