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Over view 

The Amulet Hotkey  DX Series of KVM extenders are the most reliable and up to date 
available. They allow workstations, servers and Dealing Key Stations to be securely 
'back racked' leaving only the familiar keyboard, mouse, monitor and speakers at the 
user's desktop. This frees up valuable office space whilst removing the noise and heat 
normally associated with a computer base unit.

Connection between the desktop and the remotely located PC is by standard Cat 5, 5e 
or 6 twisted pair cable with all adjustment for signal degradation (skew, amplitude loss 
and equalisation) being carried out automatically.

The DXS2 is the stand alone  in this KVM extender system installed at 
the back racked computer and provides connections to a computer for a keyboard, 
mouse, speakers, USB 1.1 peripherals, two RS232 ports and up to 2 monitors.* 

transmitter unit

Data Sheet

2 serial ports

USB 1.1

Cat 5, 5e or 6 cables*

*single cable required for single video head, 2 cables for dual video heads

Compact and rugged configuration

Support for dual analogue video heads

Bi-directional stereo audio interface

USB1.1 support

Connection for PS/2 k eyboard and mouse

RS232 serial port  

Status LEDs for link, video and power supply 

Connects to the DXR2 receiver unit located at the work desk

Automatic sk ew , equalisation and amplitude adjustment

Operates at up to 300m from back rack ed PC over Cat 5,5e & 6 cable

or 200m when USB is being transmitted.

Main Features:

Diagram showing the DXS2 used
with a DXR2 receiver unit.
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Technical Specifications

Technical Specifications

Power supply 12V 3.3A external power supply 
Power consumption Typically 7 W 
Dimensions (WxHxD) 250 x 31 x 155 mm 
Unit weight 1.6 Kg (packaged weight)
PS/2 keyboard & mouse input 1 x 6-pin Mini-DIN socket (PS/2 keyboard & mouse)
USB 1 x USB type B socket
Video inputs 2 x HDD15 analogue video
RS232 1 x 9wayD type (supports dual serial channels with splitter cable)
Audio line output 1 x 3.5mm stereo jack socket
Audio line input 1 x 3.5mm stereo jack socket
Flash program 1 x mini-USB socket
Conforms to relevant parts of EN55022:1998 (emissions, IT equipment see note 1 below)

FCC Part 15b (emissions, US)
EN55024:1998 (immunity, IT equipment)
EN61000-3-2:2000 (mains harmonics)
EN61000-3-3:1995 (mains flicker)

Patents Pending No. GB 06 07 232.6
No. GB 06 14 138.6

Note1: This is a Class A product. In a domestic environment this product may cause radio interference in which 
case the user may be required to take adequate measures. Note that the video and audio signals may be 
degraded when this equipment is used in environments where strong radio emissions are present.
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